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touch screen grounding resistance <10
ohms

485
commun
ication

A+
RS485
communication+

Half-duplex RS485
communication, baud rate
<250KBPS, connected to
the touch screen
communication port

B-
RS485
communication-

Temp.
detection
input

PT+, PT- PT100 oil temp.
detection terminal

detection range
-20℃~250℃,
temperature error ±5℃

Pressure
signal
input

P1+，P1-
Pressure sensor signal
1

4~20mA input,
24V DC power output,
accuracy ±1%,
external output 0.1A

Relay
output

TA1, TC1
Relay output as
solenoid valve
switch, on by default

Built-in 220VAC power
supply, power capacity
20VA, the total output
current not bigger than
0.1A.

Table 2-3 Description on control terminals 
 
2.4.2 Wiring Diagram of Control Terminals
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Figure 2-3 Terminal wiring diagram of 7.5~22KW single inverte .r
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3 Touch Screen Display and Operation

3.1 Basic Operation and Display on the Touch Screen

Any operations of AP150-series intergrated machines are done and displayed
on the touch screenAP150. The status interface is displayed on the touch screen
when power is on.

3.1.1 Status Displayed on the Touch Screen

Figure 3-1: Status on the interface
The status interface shows the basic information of the compressor on

which starting/ stopping the compressor pressure value setting are completed.
Press and hold the "On" button for more than 1 second in the shutdown state to
turn on the compressor; press the "Off/Reset" button in the running state to shut
down the compressor; press the "Off/Reset" button after clearing all the faults,
and then the alarm on the screen will be lifted.

Tap on "Set Pressure" to set the desired pressure value. Under the automatic
loading mode, the compressor will automatically load and unload according to
the current pressure. Tap on"Menu" to enter the corresponding parameters on the
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pop-up interfaces.
When a fault is detected on the compressor, an alarm will appear on the

touch screen and the compressor will be stopped automatically until the fault is
cleared and reset as prompted.

Figure 3-2：Alarm message

3.1.2 Running Parameters

Figure 3-3: Running parameters
Running parameters display detailed air compressor status and “This fault”

here displays the current fault information on the air compressor.
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3.1.3 Maintenance Parameters.

Figure 3-4: Maintenance parameters
On that interface, maintenance durations and service durations of each part

in the air compressor will be displayed.
When actual duration is longer than available duarion and the according

maintenance setting is set “off”, then there will be a red promp on the the status
interface on the touch screen but the compressor will go on running. If the
according maintenance setting is set “on”, then the touch screen will show an
alarm and the compressor will be stopped. Please replace and maintain the
related parts in time when actual duarion is longer than actual duration.

It’s judged as an invalid maintance if the available duration is set as “0”.
Under this case, there will be no any prompt or alarm at all even when acutal
duration is shorter than the available duaration.

Parameters of actual duration, available duraion and maintance setting can
be changed after maintenance is completed.

3.1.4 Protection Pareameters

The operators only need to enter the passwords of different access levels
provided by the compressor manufacturer to perform the corresponding
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operation. If the access level is not high enough, please contact the compressor
manufacturer to get a new password for further operations. All accesses will be
cleared after returning to the status interface, thus passwords need to be entered
again if users need to enter the pages of Protection parameters and Factory
parameters.

Figure 3-5 User parameter
The user parameter interface is mainly for air compressor manufacturers

and agents to set parameters of, like the compressor charging/unloading pressure,
fan start/stop temperature, loading valve and others.
No-load delay: the controller starts timing when the air compressor is unloaded,

and when it exceeds the " No-load delay ", the master motor stops and
enters the dormant state. The master motor under the dormant state will start
again. when the air supply pressure is lower than the loading pressure,

Shutdown delay: the controller starts timing when the compressor stop button is
pressed or the whole machine protection function is on, and when it exceeds
the "shutdown delay", the whole machine will stop.

Restart delay: the controller starts timing when the compressor is shut down,
and when it exceeds the "restart delay", the master motor is ready for the
second start.
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3.1.5 Factory Parameters

Figure 3-6: Factory parameter interface1

Figure 3-7: Factory parameter interface 2

Factory parameters are mainly the parameters set by the air compressor
manfacturer. The parameters on this interface are passwords protected in
different ways according to the requirements of the air compressor manufacturer.
Warning temperature and Shutdown temperature:When the oil temperature

is higher than the "warning temperature", there will be a red prompt on the
the status interface while when the oil temperature is higher than the
"shutdown temperature”, there will be an alarm on the touch screen and the
machine will be stopped.

Unloading pressure upper limit and Shutdown pressure: The upper limit is
the maximum value of the unloading pressure, and the unloading pressure



www.detroitcompressors.co.za

Reliable Machinery from the Experts. 

17

among the user parameters is limited by this. When the supply pressure is
higher than the shutdown pressure, the compressor stops with an alarm.

Oil pump switch: Low pressure air compressors sometimes need independent oil
pumps and the oil pump control is effective when the oil pump switch is
turned on. When the oil temperature is higher than the "oil pump start
temperature", the oil pump turns on while when the oil temperature is lower
than the "oil pump stop temperature", the oil pump stops. Oil pump start-up
delay is used to set the delay of oil pump start signal.

Gain parameters: AP150 PID parameters can be adapted to a variety of
applications thus this parameter does not need to be adjusted.

Touch screen parameters: Used to set touch screen-related parameters, such as
system clock, buzzer, etc.
Maximum time and reset time: When the running time of the air compressor is
longer than the maximum time, the touch screen will show an alarm and the
machine will be stopped; the reset time is the fault self-resetting time.

3.1.6 Sensor Parameters

Figure 3-8 Sensor parameters interface 1
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Figure 3-9 Sensor parameters interface 2
Tap on the sensor parameters among the factory parameters to enter the

sensor parameters interface that includes paramters related to the digital input,
temperature sensor and pressure sensor of the compressor.
Digital input polarity：Some digital switches of the air compressor are normally

open and some are normally closed. Please set the polarity of the relevant
digital input terminals according to your needs. As to the erminals that are
not used, please set them to normally open, otherwise they will cause false
operation or false alarm of the air compressor.

Motor temperature detection: When the external motor temperature detection
is judged to be higher than the "motor warning temperature", signal will be
input via X3 terminal of the control panel and then there will be an alarm on
the touch screen and the machine will be stopped.

Temperature compensation: The measurement may lead to some deviations
and when it’s too large, it needs to be corrected. The specific oil temperature
is: the temperature measured by the oil temperature sensor plus temperature
compensation of the master motor.

Phase-sequence protection: AP150 is designed with the power phase sequence
detection function, and the default state is on.

Module overheating warning: When it is on, module temperature of the drive
higher than the "module warning temperature" will lead to a prompt on the
status interface while the machine will not not stop. This function is
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designed for application in the harsh environments. When the drive air duct
is blocked, the user will be prompted to clean it to avoid shutdowns due to
the high temperature protection, and that might lead to unnecessary losses
to the user.

Factory data reset: Tap on “Restore factory settings”, and the touch screen
parameters will be restored to original factory settings including
maintenance parameters but not the fault records. Before restoring factory
settings, please record the maintenance parameter values and then enter
them manually. (This action is to prevent missing out on maintenance time
of the parts in the air compressor.)

Pessure sensor:

Figure 3-10 shows the relationship between pressure sensor current and
corresponding pressure, "pressure sensor minimum current" is the output current
when pressure sensor detects 0Mpa; "pressure sensor maximum range" means
the corresponding pressure from the sensor when the current reaches 20mA；

When the AS detection current value is smaller than the "pressure disconnection

Figure 3-10：Pressure-current correspondence diagram

�
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threshold", the system judges that the pressure sensor has disconnected and thus
it will send an alarm and stop automatically, and in this case, AS value is the
current detected; Please adjust the "pressure sensor minimum current" and
"pressure sensor maximum range" to correct the error of the sample data from
the pressure sensor.

3.1.7 Variable Frequency Debugging

Figure 3-11 Variable frequency debugging
Tap on the “menu” on any interface, and then select the “variable

frequency debugging” to enter the correct interface. On this interface, users can
complete the setting and test run of the drive parameters.
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3.2 Motor Parameters

Figure 3-12: Master motor-motor parameter
Select the motor control mode, and input the parameters on the motor

nameplate into the corresponding box correctly but not the number of motor
polest since the system will automatically calculate the number of motor poles
according to the speed and frequency. Tap the "Start" icon and then the drive
starts to learn the motor parameters, and “start” icon turns into “learning”.
Learning is completed after about 10 seconds, and the icon turns back to “start”.
If there is something wrong with the learning process, tap on the learning icon to
stop the motor immediately.

Notes: (1) The control method is usually set by default, so it needs no
further setting.
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Figure 3-13: Master motor-test run
After learning the motor parameters, users can also complete the test run of

the motor on this interface: firstly, set the "given frequency", then tap on “host
test run” to check if the motor runs along correct direction. If it is not correct,
please tap on the test run icon again to stop the drive and switch any two phases
of the motor cable. Set the upper/lower limit frequency, lower limit frequency
operation mode, stop mode, etc. when test run performs normally.

3.2.1 Fan Parameters

Enter the current parameters on the fan motor nameplate into the rated
current parameter of the fan, and then tap the icon below the “test run” icon to
see if the fan direction is correct. If not, please stop first and then switch the fan
phase sequence, and then try to run again to check the fan direction and current
operation.
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Figure 3-14 Fan- parameters setting

3.2.2 Fault Parameters

Figure 3-15 Master motor-fault parameters
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Figure 3-16: Fan- fault parameters
The fault parameters include the current and previous fault status of the

master motor drive and the oil cooler drive respectively for the manufacturer's
reference.
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4. Functional Parameters
4.1 Function Codes

“●”: indicates that the parameter is changeable while the drive is running;
“○”: indicates that the parameter is not changeable while the drive is in

running;
“×”: indicates that the parameter can only be read but can not be changed
“–”: indicates that the parameter is a "factory parameter" and can only be

changed by manufacturers;
“※”: indicates that the parameter is related to the model of the drive;

Function
code Designation Range and definition of setting value Factory

setting Attr Comm.
address

F21.00
air compressor
control mode
selection

ones-place: 0: general-purpose
inverter

1: air compressor mode
2: debugging mode

tens-place: oil cooling fan
hundreds-place: contactor (master
motor fan)
thousands-place: reservedd

0001 ● 0x5500/21760

F21.01 loading pressure 0.00Mpa ~ setting pressure 0.65Mpa ● 0x5501/21761

F21.02 setting pressure loading pressure ~ unloading pressure 0.72Mpa ● 0x5502/21762

F21.03 unloading pressure setting pressure ~ upper limit pressure 0.78Mpa ● 0x5503/21763

F21.04 upper limit pressure unloading pressure ~ shutdown alarm
pressure 0.85Mpa ● 0x5504/21764

F21.05 shutdown alarm
pressure upper limit pressure ~ 5.00Mpa 0.90Mpa ● 0x5505/21765

F21.06 host fan stop temp. 0℃ ~ setting temperature 75℃ ● 0x5506/21766

F21.07 setting temperature host fan stop temp. ~ host fan startup
temp. 80℃ ● 0x5507/21767

F21.08 host fan startup
temperature setting temperature ~ 150℃ 85℃ ● 0x5508/21768

F21.09 warning
temperature 0℃ ~ shutdown alarm temperature 95℃ ● 0x5509/21769

F21.10 shutdown alarm
temperature warning temperature~200℃ 105℃ ● 0x550A/21770
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F21.11 oil filter actual
duration 0~65535h 0 ● 0x550B/21771

F21.12
oil filter
maintenance
duration

0~65535h; 0 means invalid 500 ● 0x550C/21772

F21.13 oil separator actual
duration 0~65535h 0 ● 0x550D/21773

F21.14
oil separator
maintenance
duration

0~65535h; 0 means invalid 2500 ● 0x550E/21774

F21.15 air fiilter actual
duration 0~65535h 0 ● 0x550F/21775

F21.16
air fiilter
maintenance
duration

0~65535h; 0 means invalid 500 ● 0x5510/21776

F21.17 lube actual duration 0~65535h 0 ● 0x5511/21777

F21.18 lube maintenance
duration 0~65535h; 0 means invalid 500 ● 0x5512/21778

F21.19 grease actual
duration 0~65535h 0 ● 0x5513/21779

F21.20 grease maintenance
duration 0~65535h; 0 means invalid 2000 ● 0x5514/21780

F21.21 maintenance action
setting 1

ones-place: oil filter; 0: warning
1: alarm & stop

tens-place: oil part; 0: warning,
1: alarm & stop

hundreds-place: air filter; 0: warning
1: alarm & stop

thousands-place: lube;0: warning,
1: alarm & stop

0000 ● 0x5515/21781

F21.22 maintenance action
setting 2

ones-place: grease; 0: warning
1: alarm & stop

tens-place: reservedd
hundreds-place: reservedd
thousands-place:0: immediate alarm

1: alarm & stop

0000 ● 0x5516/21782

F21.23 fault self-reset
number 0~10 times 3 times ● 0x5517/21783

F21.24 fault self-reset
duration 0~1000S 10S ● 0x5518/21784
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F21.25 system function
settings

ones-place: 0: fault self-reset off
1: reset except OC, SC fault;
2: reset except SC fault,
3: reset all faults

tens-place: overspeed enable
hundreds-place: difference between
setting pressure and unloading
pressure
thousands-place: modification limit
between maximum frequency and
lower limit frequency

0002 ● 0x5519/21785

F21.26 loading delay 0~5000S 10S ● 0x551A/21786

F21.27 no-load delay 0~5000S 300S ● 0x551B/21787

F21.28 shutdown delay 0~5000S 15S ● 0x551C/21788

F21.29 restart delay 0~5000S 30S ● 0x551D/21789

F21.30 lower running
duration

0~65535S (total running duration =
F21.31 × 65535 + F21.30) 0h ● 0x551E/21790

F21.31 running duration 0~65535h 0h ● 0x551F/21791

F21.32 cumulative power
consumption 0~65535Kwh 0Kwh ● 0x5520/21792

F21.33 max running time
setting 0~65535h; 0 means invalid 0h ● 0x5521/21793

F21.34 loading duration 0~65535h 0h ● 0x5522/21794

F21.35 startup loading
method setting

LED ones-place: loading method
0: automatic; 1: manuual

LED tens-place: manual loading &
unloading

0: inactive;1: active
LED hundreds-place: reservedd
LED thousands-place: reservedd

0000 ● 0x5523/21795

F21.37 lower limit of
pressure sensor 0.00~20.00ma 4.00ma ● 0x5525/21797

F21.38 max range of
pressure sensor 0.00~10.00Mpa 1.60Mpa ● 0x5526/21798

F21.39
pressure
disconnection
alarm threshold

0.00~10.00ma 1.00ma ● 0x5527/21799

F21.40
master motor
temperature
compensation

-50~50℃ 0℃ ● 0x5528/21800

F21.41 motor warning
temperature 20℃~ motor alarm temperature 80℃ ● 0x5529/21801



www.detroitcompressors.co.za

Reliable Machinery from the Experts. 

28

F21.42 motor alarm
temperature motor warning temperature ~200℃ 100℃ ● 0x552A/21802

F21.43 motor temperature
compensation -50~50℃ 0℃ ● 0x552B/21803

F21.44 motor fan start-up
delay 0~5000S 3S ● 0x552C/21804

F21.45 motor fan
shut-down delay 0~5000S 10S ● 0x552D/21805

F21.46 oil pump start-up
delay 0~5000S 5S ● 0x552E/21806

F21.47 oil pump
shut-down temp. 0℃~ oil pump start-up temperature 77℃ ● 0x552F/21807

F21.48 oil pump start-up
temperature

oil pump shut-down temperature
~200℃ 87℃ ● 0x5530/21808

F21.51 module warning
temperature 0~200.0℃ 70.0℃ ● 0x5533/21811

F21.52 low protection
temperature -30~100℃ -20℃ ● 0x5534/21812

F21.53 sensor channel
selection

LED ones-place: hardware input loss
0: off;1: warning;2: on

LED tens-place: phase sequence
protection
0: off;1: forward;2: reverse

LED hundreds-place: module
temperature warning
0: off; 1: on

LED thousands-place: motor
temperature warning
0: off;1: on

0110 ● 0x5535/21813

F21.54 current phase
sequence 0: none;1: forward;2: reserse 0 × 0x5536/21814

F21.55 inter-phase
detection voltage 0~999.9V 0V × 0x5537/21815

F21.56 pressure control
ratio gain KP 0.00~10.00 2.00 ● 0x5538/21816

F21.57 pressure control
integral gain KI 0.00~10.00 5.00 ● 0x5539/21817

F21.58 pressure filter 0.00~50.000S 0.100S ● 0x553A/21818
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F21.59 PID setting

LED ones-place: nonlinear PI control
of pressure
0: on; 1: off
LED tens-place: PI control lower limit
of pressure
0:3/4; 1:0
LED hundreds-place: nonlinear PI
control of temperature
0: on; 1: off
LED thousands-place: PI control
lower limit of temperature
0:3/4; 1:0

0110 ● 0x553B/21819

F21.60 reserved ● 0x553C/21820

F21.61 temp. control ratio
gain KP 0.00~10.00 2.00 ● 0x553D/21821

F21.62 temp. control
integral gain KP 0.00~10.00 1.00 ● 0x553E/21822

F21.63 PT temp. filter 0.00~50.00S 1.00S ● 0x553F/21823

F21.65 reserved ● 0x5541/21825

F21.66 fan frequency
power set by model ※ 0x5542/21826

F21.67
modification of
parameter
addresses

0~0xFFFF 0xFFFF ● 0x5543/21827

F21.68 modification of
parameter values 0~65535 0 ● 0x5544/21828

F21.69 fan control
parameters

LED ones-place: oil cooler control
0: automatic; 1: manual

LED tens- place: oil cooler operation
0: off; 1: on

LED hundreds- place: reservedd
LED thousands-place: reservedd

0000 ● 0x5545/21829

F21.70 fan setting
frequency 0.00~300.00Hz 25.00Hz ※ 0x5546/21830

F21.71 fan lower
frequency limit 0.00~50.00Hz 15.00Hz ※ 0x5547/21831

F21.72 fan acceleration
time 0.00~600.00 20.00S ※ 0x5548/21832

F21.73 fan deceleration
time 0.00~600.00 20.00S ※ 0x5549/21833

F21.74 fan carrier wave 1.0~10.0Khz 4.0Khz ※ 0x554A/21834

F21.75 rated frequency of
fan motor 0.00~300.00Hz 50.00hz ※ 0x554B/21835
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F21.76 rated voltage of fan
motor 0~1500V 380v ※ 0x554C/21836

F21.77 rated current of fan
motor 0~100.0A 3.0A ※ 0x554D/21837

F21.78 rated speed of fan
motor 0~5000RPM 1450RP

M ※ 0x554E/21838

F21.79 lower cumulative
power consumption 0~65535h 0 ● 0x554F/21839

F21.80 higher cumulative
power consumption 0~65535h 0 ● 0x5550/21840

F21.81
consumables
maintenance
timeout shutdown
setting

0~30000h (0 means not working) 0h ● 0x5551/21841

F21.82 warning duration 0~30000h (0 means not working) 50h ● 0x5552/21842

F21.83 MIN frequency
delay 0~5000S (0 means not working) 0S ● 0x5553/21843

F21.84 pressure correction
factor 50%-200% 100% ● 0x5554/21844

F21.85 inverter
overvoltage point 0.0~600.0V (0 means not working) 0V ● 0x5555/21845

F21.86 inverter
undervoltage point 0.0~600.0V (0 means not working) 0V ● 0x5556/21846

F21.87 no-load running
selection 0: off; 1:no-load running on 1 ● 0x5557/21847

F21.88~F
21.100 reserved 0xE58

table 4-1: Functional parameters
4.2 Monitering Codes

Holding the PRG button for over 2 seconds and then enter the "C"
parameter group to checking the current status of the inverter.

Function
code Designation Unit and

definition
Comm.
address

Function
code Designation Unit and

definition
Comm.
address

C01.00 fault type

see fault
information
code table
for details

0x2200 C01.12
frequency of
previous
fault

0.00~ max
frequency

0x22
12

C01.01
fault
diagnosis
information

see fault
information
code table

0x2201 C01.13
output
voltage of
previous

0~1500V 0x22
13
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for details fault

C01.02 fault
frequency

0.00~max
frequency 0x2202 C01.14

output
current of
previous
fault

0.1~2000.
0A

0x22
14

C01.03 fault output
voltage 0~1500V 0x2203 C01.15

voltage bus
of previous
fault

0~3000V 0x22
15

C01.04 fault output
current

0.1~2000.0
A 0x2204 C01.16

module
temp. of
previous
fault

0~100℃ 0x22
10

C01.05 fault bus
voltage 0~3000V 0x2205 C01.17

inverter
status of
previous
fault

LED
ones-place
: running
direction
0:
forward;1:
reverse
LED
tens-place
: running
status
0: shut
down;1:sp
eed
stabilizing
2:
accelerate;
3:
decelerate
LED
hundreds -
&
thousands
-place:
reservedd

0x22
11

C01.06 fault module
temperature 0~100℃ 0x2206 C01.18

input
terminal of
previous
fault

see the
input
terminal
status
diagram

0x22
12
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C01.07
faulty
inverter
status

LED
ones-place：
running
direction
0: forward
1: reverse
LED
tens-place:
running
status
0: shut
down 1:
accelerate
2: decelerate
3: constant
speed
LED
hundreds &
thousands-p
lace:
reserved

0x2207 C01.19

output
terminal of
previous
fault

see the
output
terminal
status
diagram

0x22
13

C01.08
fault input
terminal
status

see the input
terminal
status
diagram

0x2208 C01.20
fault type of
previous
two faults

see fault
informatio
n code
table for
details

0x22
14

C01.09
fault output
terminal
status

see the
output
terminal
status
diagram

0x2209 C01.21

diagnostic
information
of previous
two faults

0x22
15

C01.10 previous
fault type

see fault
information
code table
for details

0x2210 C01.22 0x22
16

C01.11
previous
diagnostic
information

see fault
information
code table
for details

0x2211 C01.23

diagnostic
information
of previous
three faults

0x22
17

table 4-2 C01-fault record monitoring group
4.3 Fault Codes

Display Comm.
Code

Fault
type Display Comm.

Code
Fault
type Display Comm.

Code
Fault
type
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1 system
error 4

over-current
in
acceleration

5

over-cur
rent in
decelera
tion

6

constant
speed
overcurre
nt

7
over-voltage
in
acceleration

8

over-vol
tage in
decelera
tion

9

constant
speed
over-volt
age

10
Running
undervoltage

11
motor
overloa
ding

12 inverter
overload 13/65

input loss
（alarm/war
ning）

14 output
loss

15

rectifier
bridge
overheati
ng

16 inverter
overheating 17

inverter
external
fault

18/74

abnormal
Rs485
communi
cation

19
current
detection
fault

20
motor
detectio
n fault

21/69 storage
fault 25

motor
detection
fault

26

abnorm
al
paramet
er copy

27

abnormal
PG card
connecti
on
(alarm/w
arning)

28
over-voltage
during
shutdown

/

keyboar
d
comm.
fault

30 reserved 31

initial
position
angle
learning
failure

32/70

Excessi
ve
speed
deviatio
n
(alarm/
warning
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)

33/71 motor
stalling 34/67 load

protection 1 35/68
load
protecti
on 2

36 CPU
timeout 37

OTP
verification
fault

38

synchro
nizer
out of
step

64

low
voltage
during
shutdow
n

72 GPS locking 73
GPS
disconn
ection

41/76
motor
over-heat
ing

39 short circuit
to ground 40

fan
short-cir
cuit

Table 4-3: Fault code list

4.4 Air Compressor Fault Sub-codes

Fault
code Description Fault

code Description Fault
code Description

6001
phase sequence
error (external
detection input)

6011 lube maintenance 6021 high module
temperature

6002 oil cooler
overloading 6012 reserved 6022

high master
motortemperature
(temp detection)

6003
host moter
overheating
(external
terminal)

6013 grease
maintenance 6023 motor fan

overloading

6004 inverter failure 6014 pressure sensor
failure 6024

phase sequence
error (internal
detection)

6005 over-pressure 6015 reserved 6025 reserved
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6006 excessive high oil
temperature

6016 oil filter failure 6026 reserved

6007 excessive low oil
temperature

6017 oil separator
failure

6027 reserved

6008 oil filter
maintenance

6018 air filter failure 6028 over-pressure

6009 oil separator
maintenance

6019 Reaching set
running time

6029 under-pressure

6010 air filter
maintenance

6020 reserved 6030 reserved

Table 4-4: Air compressor fault sub-codes
Notes: The above faults will all lead to shutdowns.
4.5 Air Compressor Alarm Codes

Fault
Code Fault Definition Fault

Code Fault Definition Fault
Code Fault Definition

A.FA1 oil filter A.FA3 oil filter A.FA5 grease

A.FA2 oil separator A.FA4 lube A.088 emergency stop
activated

A.089 Service timeout

Table 4-5：Air compressor alarm codes
Notes: The above alarms codes excluding A.088 will not cause any
shutdowns but please check immediately once prompted.

4.6 C04 - Air Compressor Application Monitoring Group

Function
codes

Designation
Unit &
definition

Comm.
address

Function
codes

Designation
Unit &
definition

Comm.
address

C04.00
air supply
pressure

0.01Mpa 0x2500 C04.12 fan current fault ---- 0x250C

C04.01
discharge
temp.

1℃ 0x2501 C04.13
fan frequency
conversion temp.

0.1℃ 0x250D

C04.02 motor temp. 1℃ 0x2502 C04.14
fan program
version

---- 0x250E
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C04.03
air
compressor
status

0: shut
down

1:no load
2: load
3: sleep

0x2503 C04.15
current power
consumption

1kWh 0x250F

C04.04
air
compressor
status

0x2504 C04.16
total running
time-minute

Min 0x2510

C04.05
countdown
info.

1Sec 0x2505 C04.17
total running
time-second

Sec 0x2511

C04.06
picture
display

0x2506 C04.18
total loading time
-miniute

Min 0x2512

C04.07
alarm
info.

0x2507 C04.19
total loading time
-second

Sec 0x2513

C04.08
pressure
setting

0.01Mpa 0x2508 C04.20
air filter available
time -minute

Min 0x2514

C04.09
fan rotation
speed

1RPM 0x2509 C04.21
lube available time
-minute

Min 0x2515

C04.10
fan
conversion
frequency

0.01Hz 0x250A C04.22
grease available
time -minute

Min 0x2516

C04.11 fan current 0.1A 0x250B

Table 4-6: Air compressor application monitering codes
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5.Quality Assurance
5.1 Period and Scope of Warranty

5.1.1 Warranty Period

eferR  www.detroitcompressors.com at policy warrantyAir Detroit to 

5.1.2 Warranty Scope

�www.detroitcompressors.com at policy warranty DetroitAir to Refer .
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5.2 Liability Exemption

Refer �www.detroitcompressors.com at policy warranty DetroitAir to 

5.3 Application Scope of the Product

● This product is not designed and manufactured to be used in urgent and
significant occasions about human life.

● Please contact our sales department if this product will be applied
especially for manned mobile devices, medical, aerospace, nuclear, electric
power, or submarine transit communication equipment or systems, etc. Accidents
caused by unauthorized use in the occasions mentioned above shall not within in
the liability scope of Veichi.

●The product is manufactured under strict quality control, however, there is

www.detroitcompressors.co.za
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�no guarantee that this product is absolutely free from any failure. Please

configure a backup device if you hav e more safety requirements and reliability
requirements, and please insure the relevant properties or personnels if you need
higher safety guarantees.


